AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT | L ContractiD Code Page 1 Of3

Cost - Pl us- Fi xed- Fee

2. Amendment/M odification No. 3. Effective Date 4. Requisition/Pur chase Req No. 5. Project No. (If applicable)
0006 20020CT29 SEE SCHEDULE
6. Issued By Code | Ws6HzV | 7. Administered By (If other than Item 6) Code
TACOM

AVSTA- LC- CIBB

DONALD ALEXANDER (586) 574-5013
WARREN, M CHI GAN 48397- 5000

HTTP: / / CONTRACTI NG. TACOM ARMY. M L

EMAI L:  ALEXANDD@ACOM ARMY. M L
SCD PAS ADP PT

8. Name And Address Of Contractor (No., Street, City, County, State and Zip Code) 9A. Amendment Of Solicitation No.

DAAEQ7- 02- R- T132

9B. Dated (See Item 11)

20020CT04

I:' 10A. Modification Of Contract/Order No.

10B. Dated (See Item 13)

Code | Facility Code

11. THISITEM ONLY APPLIESTO AMENDMENTSOF SOLICITATIONS

The above number ed solicitation is amended as set forth in item 14. The hour and date specified for receipt of Offers

I:' is extended, isnot extended.

Offers must acknowledge receipt of thisamendment prior to the hour and date specified in the solicitation or asamended by one of the following methods:

(a) By completing items 8 and 15, and returning _2 _si gned  copies of the amendments: (b) By acknowledging receipt of thisamendment on each copy of the
offer submitted; or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers. FAILURE OF YOUR
ACKNOWLEDGMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERSPRIOR TO THE HOUR AND DATE
SPECIFIED MAY RESULT IN REJECTION OF YOUR OFFER. If by virtue of thisamendment you desire to change an offer already submitted, such
change may be made by telegram or letter, provided each telegram or letter makesreference to the solicitation and thisamendment, and isreceived prior to the
opening hour and date specified.

12. Accounting And Appropriation Data (If required)

13. THISITEM ONLY APPLIESTO MODIFICATIONS OF CONTRACTSORDERS
It Modifies The Contract/Order No. As Described In Item 14.

A. ThisChange Order is|ssued Pursuant To: The Changes Set Forth In Item 14 AreMadeIn
The Contract/Order No. In Item 10A.

B. The Above Numbered Contract/Order |s Modified To Reflect The Administrative Changes (such as changesin paying office, appropriation data, etc.)
Set Forth In Item 14, Pursuant To The Authority of FAR 43.103(b).

C. This Supplemental Agreement IsEntered Into Pursuant To Authority Of:

Lot

D. Other (Specify type of modification and authority)

E.IMPORTANT: Contractor I:' isnot, I:' isrequired to sign thisdocument and return copiesto the I ssuing Office.

14. Description Of Amendment/M odification (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)

SEE SECOND PAGE FOR DESCRI PTI ON

Except as provided herein, all terms and conditions of the document referenced in item 9A or 10A, as her etofor e changed, remains unchanged and in full force
and effect.

15A. Name And Title Of Signer (Typeor print) 16A. Name And Title Of Contracting Officer (Typeor print)
15B. Contractor/Offeror 15C. Date Signed 16B. United States Of America 16C. Date Signed
By / S| GNED/
(Signature of person authorized to sign) (Signature of Contracting Officer)
NSN 7540-01-152-8070 30-105-02 STANDARD FORM 30 (REV. 10-83)

PREVIOUSEDITIONSUNUSABLE Prescribed by GSA FAR (48 CFR) 53.243
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CONTINUATION SHEET
PIIN/SIIN DAAEO7- 02- R- T132 MOD/AMD 0006

Name of Offeror or Contractor:

SECTI ON A - SUPPLEMENTAL | NFORVATI ON
Anendnment 0006
The purpose of Amendnent 0006 to solicitation DAAEO7-02-R-T132 changes the foll owing ATPD 2301 requirenents.
The followi ng changes in Attachment 1 ATPD-2301 HVEE are:
1. Paragraph 2.2.1 Specification, standards and handbooks
Under SOCI ETY OF AUTOMOTI VE ENG NEERS, Change to add the standard:
J1453 - Fitting -- O R ng Face Seal .
2. Paragraph 3.2.3.3.4 Ports, fittings and connecti ons.
Par agraph as rel eased with solicitation:

Al ports, fittings, and connections sized larger than 1-inch shall be the 4-bolt, split flange type conform ng to SAE J518. For sizes
1-inch or |ess:

a. Ports shall have the straight-thread, Oring type in accordance with SAE J514.

b. Tube fittings shall have 37-degree flared type in accordance with SAE J514, except straight fittings shall be used when directly
connecting to a port.

c. Hose fittings shall be the 37-degree flared sw vel type in accordance with SAE J516. Port, fitting, and |line sizes shall be
limted to 1/4, 5/16, 3/8, 1/2, 3/4, 1, 1 1/4, 1 1/2, and 2-inch.

Par agraph changed to reflect a performance specification and incorporate the SAE J1453 standard (replace entire paragraph):

Al'l hydraulic ports, fittings and connections shall conformto SAE J514, J516, J518 and J1453 as applicable. Pressure tube fittings
shal | have a mi ni mum burst pressure 3 tines the operating pressure.

3. Paragraph 3.2.3.5.4 Weels
Par agraph as released with solicitation:

The tractor shall be equipped with single tire and wheel assenblies on each axle. The rins shall be of a single-piece construction, and
conformto Tire and Rim Associ ation recomendations for the type and size of tire furnished. Al tire and wheel assenblies shall be

bal anced; and be identical. Rinms shall be | AWFMWSS 119. The tractor shall be equipped with multi-purpose, all traction non-
directional tread, tubeless, radial tires, with ratings conforming to Tire and Ri m Associ ati on reconmendati ons for the type and size of
tire. Tires shall be equipped with adequate val ve extensions, with valve caps, nmounted to pernit checking tire inflation using only the
on-board pressure gauge (see 3.2.3.9). Ballast or hydro-inflation of tires is not permssible, but a run-flat feature is required. A
spare tire and wheel assenbly identical to those provided on the axles shall be furnished, mounted on a spare tire carrier installed in
a readily accessible location. A Central Tire Inflation Systemis desired.

Paragraph is changed to reflect the option of having a bolt-together rim(second sentence only):

The tractor shall be equipped with single tire and wheel assenblies on each axle. The rinms shall be of either a single-piece or bolt-
toget her type construction, and conformto Tire and Ri m Associ ation recomendations for the type and size of tire furnished. Al tire
and wheel assenblies shall be bal anced; and be identical. Rins shall be | AWFWSS 119. The tractor shall be equipped with rmulti-
purpose, all traction non-directional tread, tubeless, radial tires, with ratings conformng to Tire and R m Associ ati on reconmmendati ons
for the type and size of tire. Tires shall be equipped w th adequate val ve extensions, with valve caps, nounted to permt checking tire
inflation using only the on-board pressure gauge (see 3.2.3.9). Ballast or hydro-inflation of tires is not perm ssible, but a run-flat
feature is required. A spare tire and wheel assenbly identical to those provided on the axles shall be furnished, nounted on a spare
tire carrier installed in a readily accessible location. A Central Tire Inflation Systemis desired.

4. Paragraph 3.2.3.5.5 Service Brakes, third sentence only:
Paragraph 3.2.3.5.5 Service Brakes, third sentence as released with solicitation:
The brake systemshall allow use of brake fluid conpatible with ML-PRF-46176 and neet the requirenments specified in 3.3.2.5.

Par agraph 3.2.3.5.5 Service Brakes, third sentence edited for clarification:
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CONTINUATION SHEET

PIIN/SIIN DAAEO7-02- R-T132 MOD/AMD 0006

Name of Offeror or Contractor:

A hydraulic brake systemshall allow use of brake fluid conpatible with ML-PRF-46176 and nmeet the requirements specified in 3.3.2.5.

*** END OF NARRATIVE A 007 ***
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